Free Downloads of Build Instructions,
Assembly Booklets & How To Guides

Buildinstructions.com
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27. Upper Piston

27. Upper Piston




6. Lower Leg x2 N !

5. Tabard
4. |
. 27. Upper Piston ‘.

27. Upper Piston

7. Right Foot
24. Lower Pi
8. Left Foot r Piston




8. Left Foot

31, Upper Arm X2

32. Elbow x2

23. Hammer Arm 1

17. Shield Hand
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16. Graviton
Hammer Shaft

15. Graviton Hammer

You can position the Graviton Hammer as extended or
retracted by trimming the rail on either 16, Graviton
Hammer Shaft or 15. Graviton Hammer respectively.

2. Olympia Pattern
Bolt Cannon Mount

< >

9. Right

Shoulder
10. Left Guard
Shoulder

Guard
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11. Carapace

Right Arm
Assembly

Legs
Assembly

19. Olympia Partern

H O Bolt Cannon

20. Bolt Cannon
Ammo Belt 1

21. Bolt Cannon
Ammo Belt 2
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15. Graviton Hammer “

You can position the Graviton Hammer as extended or
retracted by trimming the rail on either 16, Graviton
Hammer Shaft or I5. Graviton Hammer respectively.

25. Olympia Pattern
Bolt Cannon Mount

9. Right
Shoulder

10. Left Guard

Shoulder
Guard

12. Power Cable

You can bend the Power Cable and Bolt Cannon Amnio Belts
applying heal, cither by immersing the picce

ue sto et hsate un. it should become malleable.

into hot water or via a hot air gun or

4

Legs
Assembly

19. Olympia Pattern

WO—a Cannon 20, WO? Cannon

Ammo Belt1

I

21. Bolt Cannon
Ammo Belt 2

18. Karceri Battle

Shield

into shape by carefully



18. Karceni Battle
Shield

You can bend the Power Cable and Bolt Cannon Ammo Belts into shape by carefully
applying heat, cither by immersing the piece into hot water or via a hot air gun or
hair dryer. As the part heats up, it should become malleable.

LIt

22.
Ablative
Shoulder
Plate

13. Head

Part 29. Iron
Warriors insignia
can be placed as
desired.

Assembled and painted Iron O—BFUPBWRM.%WF
Battle-autom ra. ——




