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e SonRAIns @ ot of components, many of which look similar. When following the build
attention to the component numbers and only clip out the components neede )




HOW TO BUILD AGGRESSOR SERGEANT

s are 1ly behind the pegs and
When pushing these components togethet apply lirm but gentle pressure to the areas directly behin g

sockets. Do not push against any thin or fragile areas, as you may break the plasth

13

Push the
into positior

.|‘|'( secure vi.'-y«,

belore pus ning
the backpack into
Make sure the head is fitted in the correct position before you push ¢ Dackph

the chest and back sections together

e ) . ‘ tece of scenery 1"
b " Assemble the arms first, and then push them into position Push the small piece of scenery inlo
thon soctre the
| on the body. The weapon cables should sit In position c | pasition on the base, and then secure th
undemeath and behind the gauntlets !

nodel 1o the base via the peg and hole




HOW TO BUILD AGGRESSOR A

Some Compone

nsr . 3
nay prove ditficult to push Into place. Try not to apply excessive force, Make sure the pegs are

lined u
P correctly and kee
eep applying firm pressure until no seam remains between the COmponenis

You may need 1o hold the head in place as you push the
chest and back sections together

ﬂg] Make sure you connect the cables on the arm sections to the
fuel containers on the backpack

|

Push the scenery plece into position
before securing the Aggressor to the
base
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ents belore ¢

Romembee




